2/4/03
Supersedes 1/27/03

SPECIAL PROVISION
CORRECTIONS, ADDITIONS AND REVISIONS
Standard Specifications - Revison of December 2002

SECTION 101
CONTRACT INTERPRETATION

101.2 Definitions - Closeout Documentation

Replace the sentence “ A |etter stating the amount..... DBE gods.” with “DBE God Attainment
Verification Form”

SECTION 102
DELIVERY OF BIDS
(Location and Time)

102.7.1 Location and Time

Add the following sentence “At a minimum, the Bidder will submit a Bid Package consisting of
the Notice to Contractors, the completed Acknowledgement of Bid Amendment form, the
completed Schedule of Items, 2 copies of the completed Agreement, Offer, & Award form, a
Bid Bond or Bid Guarantee, and any other Certifications or Bid Requirements listed in the Bid
Book.”

SECTION 107
TIME

107.3.1 General Add the following:

“If a Holiday occurs on a Sunday, the following Monday shal be consdered a Holiday.
Sunday or Holiday work must be approved by the Department, except that the Contractor
may work on Martin Luther King Day, Presdent’s Day, Patriot’s Day, the Friday after
Thanksgiving, and Columbus Day without the Department’ s approva.”

SECTION 402
PAVEMENT SMOOTHNESS

Add thefallowing:

“402.02 Lot Sze Lot sze for smoothness will be 1000 lane-meters [3000 lane-feet]. A
sublot will consst of 20 lane-meters [50 lane-feet]. Partid lotswill be included in the previous
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lot if less than one-hdf the Sze of anormd lat. If grester than one-hdf the normd lot Sze, it will
be tested as a separate lot.”

SECTION 604
MANHOLES, INLETS, AND CATCH BASINS

604.02 Materids Add the following:

“Topsand Traps 712.07
Corrugated Metal Units 712.08
Catch Basin and Manhole Steps 712.09"

SECTION 618
SEEDING

618.01 Description Change the first sentence to read as follows: “This work shal conggt of
furnishing and gpplying seed ...."
Remove “,and cellulose fiber mulch” from 618.01(a).

618.03 Rates of Application In 618.03(a), remove the last sentence and replace with the
following: “These rates shal gpply to Seeding Method 2, 3, and Crown Vetch.”

SECTION 620
GEOTEXTILES

620.03 Placement Section (C)
Title Replace “Norrwoven” in title with “Erosion Control”.
First Paragraph: Replace first word “Non-woven” with “Woven monofilament”.
Second Paragraph: Replace second word “Non-woven” with “Eroson Control”.

620.07 Shipment, Storage, Protection and Repair of Fabric Section (a)
Replace the third sentence with the following: “Damaged geotextiles, asidentified by
the Resident, shdl be repaired immediatdly.”

620.09 Bass of Payment
Pay Item 620.58: Replace “Non-woven” with “Eroson Control”
Pay Item 620.59: Replace “Nor+woven” with “Eroson Control”

SECTION 712
MISCELLANEOUS HIGHWAY MATERIALS

Add the following:
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“712.07 Tops, and Traps These metd units shal conform to the plan dimensions and to the
following specification requirements for the designated materias.

Gray iron cadtings shall conform to the requirements of AASHTO M105, Class 30, unless
otherwise designated.

Carbon ged cadtings shal conform to the requirements of AASHTO M103/M103M. Grade
shdl be 450-240 [65-35] unless otherwise designated.

Structurd stedl shal conform to the requirements of AASHTO M183/M183M or ASTM
A283/A283M, Grade B or better. Galvanizing, where specified for these units, shal conform
to the requirements of AASHTO M111.

712.08 Corrugated Metd Units The units shdl conform to plan dimensons and the metd to
AASHTO M36/M36M. Bituminous coating, when specified, shal conform to AASHTO
M190 TypeA.

712.09 Caich Basin and Manhole Steps Steps for catch basins and for manholes shdl
conform to ASTM C478M [ASTM C478], Section 13 for either of the following materid:

(8 Aluminum seps- ASTM B221M, [ASTM B211] Alloy 6061-T6 or 6005-T5.

(b) Reinforced plastic steps Sted  reinforcing bar with injection molded plagtic coating
copolymer polypropylene. Polypropylene shal conform to ASTM D 4101.

712.23 Hashing Lights Hashing Lights shal be power operated or battery operated as
specified.

(a) Power operated flashing lights shal consst of housing, adapters, lamps, sockets,
reflectors, lens, hoods and other necessary equipment designed to give clearly visble
sgnd indications within an angle of at least 45 degrees and from 3 to 90 m [10 to 300 ft]
under al light and atmospheric conditions.

Two drcuit flasher controllers with a two-circuit filter capable of providing dternate
flashing operations at the rate of not less than 50 nor more than 60 flashes per minute
shall be provided.

The lamps shall be 650 lumens, 120 volt traffic sgnd lamps with sockets constructed to
properly focus and hold the lamp firmly in pogtion.

The housng shdl have a rotatable sun visor not less than 175 mm [7 in] in length
designed to shield the lens.
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Reflectors shal be of such design thet light from a properly focused lamp will reflect the
light rays pardld. Reflectors shal have a maximum diameter a the point of contact with
the lens of approximately 200 mm [8in].

The lens shdl consst of around one-piece convex amber materid which, when mounted,
ghdl have a visble diameter of gpproximatey 200 mm [8 in]. They shdl didribute light
and not diffuse it. The digribution of the light shdl be asymmetricd in a downward
direction. Thelight digtribution of the lens shal not be uniform, but shall consst of asmall
high intengty portion with narrow digtribution for long distance throw and a larger low
intengity portion with wide distribution for short distance throw. Lenses shall be marked
to indicate the top and bottom of the lens.

(b) Battery operated flashing lights shal be sdf- illuminated by an dectric lamp behind the
lens. These lights shdl aso be externdly illuminated by reflex-reflective dements built
into the lens to enable it to be seen by reflex-reflection o the light from the headlights of
oncoming traffic. The batteries must be entirely enclosed in a case. A locking device
must secure the case. The light shdl have a flash rate of not less than 50 nor more than
60 flashes per minute from minus 30 °C [minus 20 °F] to plus 65 °C [plus 150 °F]. The
light shdl have an on time of not less than 10 percent of the flash cycle. The light beam
projected upon a surface perpendicular to the axis of the light beam shdl produce a
lighted rectangular projection whose minimum horizontal dimension shdl be 5 degrees
each dde of the horizontd axis. The effective intendty shdl not have an initid vaue
greater than 15.0 candelas or drop below 4.0 candelas during the first 336 hours of

continuous flashing. The illuminated lens shal gppear to be uniformly bright over its entire
illuminated surface when viewed from any point within an angle of 9 degrees each side of
the verticd axis and 5 degrees each sde of the horizontal axis. The lens shdl not be less
than 175 mm [7 in] in diameter incdluding a reflex-reflector ring of 13 mm [Y2in] minimum
width around the periphery. The lens shal be ydlow in color and have a minimum relive
luminous transmittance of 0.440 with a luminance of 2854° Kelvin. The lens shdl be
one-piece condruction. The lens materid shal be plagtic and meet the luminous
transmission requirements of this specification. The case containing the betteries and

circuitry shal be congtructed of a materid capable of withstanding abuse equa to or

greater than 1.21 mm thick stedl [No. 18 U.S. Standard Gage Stedl]. The housing and
the lens frame, if of metal shal be properly cleaned, degreased and pretrested to
promote adhesion. It shdl be given one or more coats of ename which, when dry shdll

completely obscure the metd. The enamd coating shdl be of such qudity that when the
coated case is struck alight blow with a sharp toal, the paint will not chip or crack and if
scratched with a knife will not powder. The case shal be so constructed and closed as
to exclude moisture that would affect the proper operation of light. The case shdl have a
weep hole to alow the escape of moisture from condensation.  Photoelectric controls, if

provided, shal keep the light operating whenever the ambient light fals below 215 Ix [20
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foot candles]. Each light shal be plainly marked as to the manufacturer's name and
model number.

If required by the Resident, certification as to conformance to these specifications shal be
furnished based on results of tests made by an independent testing laboratory. All lights
are subject to random ingpection and testing.  All necessary random samples shdl be
provided to the Resident upon request without cost to the Department.  All such samples
shdl be returned to the Contractor upon completion of the tests.

712.32 Copper Tubing Copper tubing and fittings shal conform to the requirements of ASTM
B88M Type A [ASTM B88, TypeK] or better.

712.33 Non-metdlic Pipe, Hexible Non-metdlic pipe and pipe fittings shdl e acceptable
flexible pipe manufactured from virgin polyethylene polymer suitable for tranamitting liquids
intended for human or anima consumption.

712.34 Non-medlic Pipe, Rigid Non-metdlic pipe shdl be Schedule 40 polyvinylchloride
(PVC) that meets the requirement of ASTM D1785. Fittings shdl be of the same materid.

712.341 Metallic Pipe Metdlic pipe shal be ANSI, Standard B36.10, Schedule 40 sted pipe
conforming to the requirements of ASTM A53 Types E or S, Grade B. End plates shdl be
steel conforming to ASTM A36/A36M.

Both the deeve and end plates shdl be hot dip galvanized. Pipe deeve splices shdl be welded
plices with full penetration weld before galvanizing.

712.35 Epoxy Resn Epoxy resn for grouting or seding shdl consst of a minerd filled
thixotropic, flexible epoxy resin having apot life of agoproximately one hour a 10°C
[50°F]. The grout shdl be an approved product suitable for cementing sted dowels into the
preformed holes of curb inlets and adjacent curbing. The sedant shal be an approved
product, light gray in color and suitable for coating the surface.

712.36 Bituminous Curb The asphdt cement for bituminous curb shdl be of the grade
required for the wearing course, or shdl be Viscodty Grade AC-20 meeting the current
requirements of Subsection 702.01 Asphat Cement. The aggregate shal conform to the
requirements of Subsection 703.07. The coarse aggregate portion retained on the 2.36 mm
[No. 8] seve may be ether crushed rock or crushed gravel.

The minera condtituents of the bituminous mixture shal be szed and graded and combined in a
composite blend that will produce a stable durable curbing with an acceptable texture.

Bituminous materid for curb shal meet the requirements of Section 403 - Hot Bituminous
Pavement.
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712.37 Precast Concrete Slab Portland cement concrete for precast dabs shal meet the
requirements of Section 502 - Structural Concrete, Class A.

The dabs shdl be precast to the dimenson shown on the plans and cross section and in
accordance with the Standard Detail plans for Concrete Sidewalk Slab. The surface shdl be
finished with a float finish in accordance with Subsection 502.14(c). Lift devices of sufficient
strength to hold the dab while suspended from cables shdl be cast into the top or back of the
dab.

712.38 Stone Slab Stone dabs shall be of granite from an acceptable source, hard, durable,
predominantly gray in color, free from seams which impair the structurd integrity and be of
smooth splitting character.  Natura color variations characteristic of the depost will be
permitted. Exposed surfaces shdl be free from drill holes or indications of drill holes. The
granite dabsin any one section of backdope must be dl the same finish.

The granite dabs shdl be scabble dressed or sawed to an approximatdly true plane having no
projections or depressions over 13 mm [¥2 in] under a 600 mm [2 ft] straightedge or over 25
mm [1 in] under a 1200 mm [4 ft] straightedge. The arris at the intersection of the top surface
and exposed front face shdl be pitched so that the arris line is uniform throughout the length of
theingtalled dabs. The sdes shdl be square to the exposed face unless the dabs are to be set
on aradius or other specid condition which requires that the joints be cut to fit, but in any case
shdl be o finished that when the stones are placed side by sde no space more than 20 mm
[3/4in] shdl show in the joint for the full exposed height.

Liftpin holesin al sideswill be dlowed except on the exposed face.

SECTION 717
ROADSIDE IMPROVEMENT MATERIAL

717.05 Mulch Binder. Change the third sentence to read as follows:

“Paper fiber mulch may be used as a binder at the rate of 2.3 kg/unit [5 [b/unit].”
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